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BEAMLINES LIST

NAME/TYPE Max Length NAME/TYPE Max Length ID STRAIGHT
(m) (m) TYPE
D1 IR/DIAGNOSTIC PORT - Not available - -
D2 IR/DIAGNOSTIC PORT - Not available - -
D3 DIPOLE PORT 26.9 Not available
D4 DIPOLE PORT 21.2 [4 INS. DEVICE 23.6 SHORT
D5 DIPOLE PORT 24.7 I5 INS. DEVICE 28.2 LONG
D6 DIPOLE PORT 28.0 6 INS. DEVICE 32.9 SHORT
D7 DIPOLE PORT 31.9 |7 INS. DEVICE 36.5 LONG
D8 DIPOLE PORT 34.7 I8 INS. DEVICE 36.6 SHORT
D9 DIPOLE PORT 34.3 19 INS. DEVICE 35.3 LONG
D10 DIPOLE PORT 29.6 110 INS. DEVICE 33.0 SHORT
D11 DIPOLE PORT 26.9 [11 INS. DEVICE 31.3 LONG
D12 DIPOLE PORT 29.2 12 INS. DEVICE 31.3 SHORT
D13 DIPOLE PORT 27.2 113 INS. DEVICE 28.8 LONG
D14 DIPOLE PORT 20.7 14 INS. DEVICE 21.2 SHORT
D15 DIPOLE PORT 21.9 115 INS. DEVICE 26.3 LONG
D16 IR/DIAGNOSTIC PORT - Not available ---- ---

NOTE : =12 mrad for DIPOLE BEAMLINES




